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PROJECT DESCRIPTION

GENERAL

THIS PROJECT INVOLVES THE INSTALLATION OF A NEW TRAFFIC SIGNAL AT THE INTERSECTION OF MD 355 AT
SCHIFFERSTADT BOULEVARD IN FREDERICK COUNTY.

INTERSECTION OPERATION

THE INTERSECTION WILL OPERATE IN A FULLY-ACTUATED MODE USING 4 NEMA PHASES. MD 355 THROUGH MOVEMENTS
NORTHBOUND AND SOUTHBOUND WILL OPERATE CONCURRENTLY. PEDESTRIAN INDICATIONS WILL BE PROVIDED TO CROSS
THE EAST LEG OF MD 355 AND WILL OPERATE CONCURRENTLY.

SPECIAL NOTES
l. THE FOLLOWING CONTACT PERSONS FOR DISTRICT *7 ARE AS FOLLOWS:

PROJECT CONTACTS:
MR. R. FISHER, DISTRICT ENGINEER

PHONE: (301) 624-8I0I
MR. JOHN CONCANNON, ASSISTANT DISTRICT ENGINEER - TRAFFIC

PHONE: (301) 624-8i4!
MR. LEON KERNS, ASSISTANT DISTRICT ENGINEER- MAINTENANCE

PHONE: (301) 624-8106
MR. JAMES BUCLALEW, ASSISTANT DISTRICT ENGINEER - UTILITY

PHONE:(301) 624-8li6
MR. RICHARD L. DAFF, SR. CHIEF TRAFFIC OPERATIONS DIVISION

PHONE:(410} 787-7630

2. %éﬁ?gg@NCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING THE FOLLOWING STANDARD PLATES FOR TRAFFIC
104,00 - 30, 10442 ~ 0l, 1043 - Ol, 104.3] - Of, 104.32 - Ol, 104,34, 104.8]- 02

EQUIPMENT LIST

A. EQUIPMENT TO BE SUPPLIED BY THE ADMINISTRATOR.

ITEM NO. DESCRIPTION
3081 CABINET INTERSECTION MONITOR SIZE 6
9090 FLAT SHEET ALUMINUM SIGNS, (BLUE OR GREEN)

R10-12 (36”X42")

R4-T (36“X36")

W3-3 (36“X36")

D3-2 (VAR.X16") DUAL FACE
D3-2 (VAR.X16")

M35—1 (T78"X24")

B. EQUIPMENT TGO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.

ITEM NO. DESCRIPTION
1001 MATINTENANCE OF TRAFFIC
2004 TEST PIT EXCAVATION
5004 F&I 12" WHITE HEAT APPL. THERMO. PAVEMENT MARK.
5005 F&I 24" WHITE HEAT APPL. THERMO. PAVEMENT MARK.
8009 F&I 12" PEDESTRIAN SIGNAL HEAD SECTION
8010 F&I 12" SIGNAL HEAD SECTION
8018 F&I 8" SIGNAL HEAD SECTION
8019 F&I BREAKAWAY PED POLE - ANY SIZE (10 FT.)
8023 F&I MAST ARM POLE AND 70’ MAST ARM
8028 F&I PROBE W/1000° LEAD IN
8042 F&I 2" SCHED. 80 PVC CONDUIT — TRENCHED
8044 F&I 3" SCHED. 80O PVC CONDUIT — TRENCHED
8046 F&I 4" SCHED. B8O PVC CONDUIT — TRENCHED
8049 F&I CONCRETE FOR SIGNAL FOUNDATIONS
8051 F&I 4'X6’ WOOD SIGN SUPPORT
8052 F&I NO. 6 AWG STRANDED BARE COPPER GROUND WIRE
8059 F&I 4” SCHED. 80 PVC CONDUIT — SLOTTED
8060 F&I 17 NON-METALLIC CONDUIT - SLEEVE
8061 F&I 1-COND., NO. 4 AWG ELECT. CABLE
8063 F&I HANDHOLE
8065 F&I GROUND MOUNTED SIGN
8066 INSTALL OVERHEAD SIGN
8071 F&I GROUND ROD
8072 F&I CONTROL AND DISTRIBUTION EQUIPMENT
8073 F&I 2~CONDUCTOR CABLE —ALUMINUM SHIELDED (NO. 14 AWG)
8076 F&I 5-COND.. NO. 14 AWG ELECT. CABLE
8077 F&I 7—-COND.. NO. 14 AWG ELECT. CABLE
8078 F&1 LOOP WIRE
8079 F&I SAWCUT
8084 INSTALL CONTROLLER AND CABINET - BASE MT.

C. MATERIALS TO BE REMOVED AND RETURNED TO SHA.

ALL EXISTING SIGNAL MATERIAL ARE TO BECOME THE PROPERTY OF THE CONTRACTOR.
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